
ABSORPTION

LOW, MEDIUM
& HIGH TONES

TOWeR
Theheroproductdeliveringunmatched
propertiesofabsorbingexcessivenoise
andtotalplacement flexibility.
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TOWER I Fact sheet

SHAPES AND DIMENSIONSmm
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VERSIONS &WEIGHTS

Cylinder 12
Ø380

SHAPE

Cube 11
360×360

Standard

Tabletop

Standard

Standard

Tabletopwith
inductioncharger

VERSION HEIGHTmm

1000 2,7

9

9,7

3,7

4,9

1035

1035

1500

2000

WEIGHT kg

SOUND ABSORPTION AOBJ PER ISO 354 FOR TOWER 2000
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ULTRA HIGH SOUND
ABSORPTION

αw=1,00
CLASS A

Fabricsofchoice Melamine foam Powdercoatedsteel

COMPOSITION

Thesoundabsorbingsurface isplaced inametalbasewithawidth
exceeding2millimetersbeyond itswalls.Available ineightcolors.

STAND COLORS

PantherBlackUltraMatt

NewYorkGreyUltraMatt

PepperGreyUltraMatt

PowderGreyUltraMatt
RAL7035

RAL7012

NCSS3000-N

RAL9005

SnowWhiteUltraMatt
RAL9003

St.TropezYellowUltraMatt
RAL1018

NCSS4050-Y70R NCSS4010-B50G
CeramicRedUltraMatt DuskBlueUltraMatt

SnowWhite
NCSS0500-N

BlackPremium
Anti-fingerprint0720

PowderGrey
NCS1502-G

NCSS3000-N
NewYorkGrey CeramicRed

NCSS4050-Y70R
DuskBlue
NCSS4010-B50G

Plywoodcoveredwithveneer, premium laminate resistant tofingerprintsor
standard laminateavailable in the followingvariants:

ADDITIONAL TABLETOP

MapleWood OakWood GreyPremium
Anti-fingerprint0725

Dependingon thesizeof theproduct (1000mm, 1500mm,2000mm), the
appropriatepackagesize ischosen:

400×400× 1130 400×400× 1530 400×400×2020

PACKING

Conference rooms Small andmediumrooms

USAGE

AcircleQi inductionchargercanbemountedona tabletop in 1000mm
versiononly.Thecoverandsupplying2-meterswireareavailable inblack.

Theelectricwire for the inductioncharger is typeFR.Otherelectrical
standardsshouldbemarkedon theorder.

OPTIONALWIRELESS CHARGER

Size:Ø64mm
Input:
100-240VAC
50/60Hz
Output: 1A 2



SELECTION OF STANDARD FABRICS THE ENTIRE COLOR PALETTE IS AVAILABLE ON HTTPS://MUTE.DESIGN

ERA
byCamira

1

320 140 BS EN 1021-1
BS EN 1021-2

100 k 4
100%

polyester

SPRINT
byCamira 325 150 BS EN 1021-1

BS EN 1021-2
170 k 4

100%
polyester

SYNERGY
byCamira 400 140 BS EN 1021-1

BS EN 1021-2
100 k 4

95% newwool,
5% polyamide

REMIX3
byKvadrat 300 140 BS EN 1021-1

BS EN 1021-2
100 k 3-4

90% newwool,
10% nylon

4

5

SELECT
byGabriel 364 140 BS EN 1021-1

BS EN 1021-2
200 k 4-5

85%NewZealandwool,
15% polyamide

STEELCUTTRIO3
byKvadrat 550 140 BS EN 1021-1

BS EN 1021-2
100 k 490% newwool,

10% nylon

EVO 300 160 BS EN 1021-1
BS EN 1021-2

150 k 5100%
polyester

MEDLEY
byGabriel 364 140 BS EN 1021-1

BS EN 1021-2
75 k 5-7100%

polyester

CHILI
byGabriel 336 140

BS EN 1021-1
BS EN 1021-2
DIN 4102-B1

60 k 4-575% post-cons. recycled
polyester, 25% polyester

3

2
MICA

byGabriel 218 140 BS EN 1021-1
BS EN 1021-2

60 k 4-597% post-cons. recycled
polyester, 3% polyester

NAME PG COMPOSITION WEIGHT
g/m2

WIDTH
mm

FLAMMABILITY ABRASIONRES.
Martindale cycles

PILLINGRES.

Fact sheetTOWER I

Keeptheproductdryandawayfromairconditioningandventilationsystems
Keepawayfromdirect sun lightandheat sources
Vacuumregularly
Donotputanythingheavier than4kgonthe tabletop

CARE

3


